
 

ISUZU  CITIPORT  Euro 6 faza C 

Caracteristici tehnice: 

Lungime 12.030 mm 

Latime   2.550 mm 

Inaltime ( inclusiv  instalatia A.C)   3.136 mm 

Usi  3 usi duble cu deschidere  1.382 mm 

Capacitate pasageri 25 pe scaune- 94 in total 
Gramer Germany   
 

Motorizare Cummins Euro 6 faza C– fabricat in UK 
6.700 cc/ 220 kw 
Cuplu motor 1182Nm / 1150-1400 rpm 

Transmisie Automata – ZF EcoLife  6 viteze cu 
intarder - Germany 

Suspensie Suspensie activa  ECAS  
Wabco - Germany 

Sistem franare EBS / ABS / ASR –CAN Multiplex 
Wabco - Germany 

Directie Asistata – ZF Germany 

Axa fata Semi-axe independente -  ZF RL -
Germany 

Axa motrice ZF – AV 133 - Germany 

Sistem informare calatori Panouri cu led exterioare 
Fata/ Lateral/ Spate/ Panou interior 
Sistem audio-video informare calatori   
2 monitoare  21.5 “ 

Sistem supraveghere video Sistem integrat  - 8 camere video 
2 exterior / 6 interior 

Sistem  numarare  pasageri APC Cu camere video – sistem 3 D 
HELLA Aglaia Mobile Vision GmbH 
Germany 

Capabilitate  Fleet Management Interfata FMS-v.2 
 

Climatizare Echipament HVAC Integrat – aer 
conditionat-incalzire 
Preincalzitor  Eberspacher - Germany 

Unitate computer bord Integrat –interfata CAN / OBD 
Monitorizare AVL/GPS 
Comunicatie WLAN /  3G / Ethernet 
Poate integra sisteme ticketing 

Post conducere Cabina inchisa  
Scaun sofer , High Performance Grammer 
– Germany 
Bord ACTIA Podium  - France 

Sistem incarcare dispositive mobile USB 
Charge   5V - 1 A 

Dispuse pe barele mana curente 

Dispozitiv dispersie odorizant  

 


